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FPC160 Vibratory Plate
Compactor

PERFORMANCE - EFFICIENT -RELIAB
LE

We sincerely thanks you for selecting the Plate Compactor
Machine. For your Safety and proper operation, before you
start to operate or carry out any maintenance on this
equipment, YOU MUST READ and STUDY this manual
carefully. Be sure to always keep it ready for reference.




Dear Customer,
Thanks for choosing our machine.
To ensure the safety and proper use of the machine,
please read the instruction book carefully before use.
Also, please fill this card and save it for warranty use.

Buyer Name Purchase
Time

Tel Contact
Person

Address

Product Plate Compactor

Name

MODEL FPC160

Motor Model

Note




FOREWARD

<For your own safety and protection from bodily injuries, carefully read,
understand and  follow the safety instructions in this manual.

< Please operate and maintain your machine in accordance with the
instructions in this manual.

< Defective machine parts are to be replaced as soon as possible.

<Keep this owner's manual handy, so you can refer to it at any time.

<No part of this publication may be reproduced without written

permission.

<& We expressly reserve the right to technical modifications- even
without express due notice - which aim at improving our machines or
their safety standards.

FEATURE

This machine are ideal for curbs, gutters, around tanks, forms,
columns, footings, guard railings, drainage ditches, gas and sewer
works and building construction. The asphalt models are suitable for hot
or cold asphalt applications in confined areas.

Optimally suited for a variety of compaction applications due to high
travel speeds and ease of maneuverability. Guide handle with patented
vibration dampening increase operator comfort and reduces fatigue.
The large capacity water tank and the wide filler opening improve
productivity. Tough ductile iron baseplate is extremely durable even
under extremely conditions and provides for long service. Optional
wheel kit offer easier moving and transport.
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FUEL RECOMMENDATIONS

Use unleaded gasoline with a pump octane rating of 90 or higher.
Never use stale or contaminated gasoline or an oil/gasoline mixture.

Fuel walwve

b. Move the choke lever to the CLOSE position. If the engine is warm or
the air temperature is high, move the control lever away
from the OPEN position as soon as the engine starts.



Chock lever

c. Move the throttle lever away from the SLOW position, about 1/3 of
the way to toward the FAST position.

Thrattle lever
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d. Turn the engine switch to the ON position.



Switch
Open

e. Pull the starter grip lightly until you feel resistance, then pull briskly.

Return the starter grip gently.
CAUTION! Do not allow the starter grip to snap back against the

engine. Return it gently to prevent damage to the starter.

f. If the chock lever or chock rod (applicable types) has been moved to
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the CLOSED position to start the engine, gradually move it to the OPEN
position as the engine warms up.

Chock lever

opM

STOPPING THE ENGINE
a. Move the throttle lever to the SLOW position.

Throttle lever

b. Turn the engine switch to the OFF position.
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Engine switch
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c. Turn the fuel valve lever to the OFF position.

Fuel valve lever




OPERATION

Set-up the engine and operate the plate at a fully speed. Operator
need push the plate gently when it compact on a slope. According to
different kinds of sail, operator has to compact 3 times or 4 times to
achieve the highest compaction performance.

Be sure soil moisture is suitable, for too wet or too dry soil will reduce

compaction performance.

Drain the used oil while the engine is warm. Warm oil drains quickly and
completely.

1. Place a suitable container below the engine to catch the used oil,
then remove the filler cap/dipstick, drain plug, and washer.

2. Allow the used oil to drain completely, then reinstall the drain plug,
washer, and tighten drain plug securely.

Notice! Please dispose of used motor oil in a manner that is compatible
with the environment. We suggest you take used oil in a sealed
container to your local recycling center or service station for reclamation.
Do not throw it in the trash, pour it on the ground, or down a drain.

3. With the engine in a level position, fill to the outer edge of the oil
filler hole with the recommended oil.

Notice! Running the engine in a low oil level can cause engine damage.
4. Screw in the filler cap/dipstick securely.
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CARBURETTOR ADJUSTMENT

1. Start the engine outdoors, and allow it to warm up to operating
temperature.

2. With the engine idling, turn the highest idle rpm screw in or out to the
setting that produces the highest idle rpm.

3. Turn the throttle stop screw to obtain the standard idle speed.
Caution: Do not tighten the highest idle rpm screw against its seat as
this will damage the highest idle rpm screw or seat. After the highest
idle rpm screw is correctly adjusted, turn the throttle stop screw to
obtain the standard idle speed.

Standard idle speed: 1400 % 150 r/min

Max. engine idle speed: 3600+100I r/min



1. Highest idle rpm screw

2. Throttle stop screw

AIR FILTER SERVICE

A dirty air filter will restrict air flow to the carburetor, reducing engine
performance. If you operate the engine in very dust areas, clean the air
filter more often than specified in the MAINTENANCE SCHEDULE.
WARNING! Never use gasoline or low flammable point solvents for
cleaning the air cleaner element. A fire or explosion could result.
NOTICE! Operating the engine without an air filter element, or with a
damaged air filter element, will allow dirt to enter the engine, causing
rapid engine wear.

1. Remove the wing nut from the air cleaner cover, and remove the
cover.

2. Remove the wing nut from the air filter, and remove the filter.

3. Remove the foam air filter element from the paper filter.

4. Inspect both air filter elements, and replace them if they are
damage.

5. Paper air filter element: Tap the filter element lightly several times
on a hard surface to remove excess dirt, or blow compressed air
through the filter element from the inside out. Never try to brush the dirt
off; brushing will force dirt into the fibers.
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6. Foam air filter element: Clean in warm soapy water, rinse, and allow
to drying  thoroughly. Or clean in nonflammable solvent and allow to
drying. Dip the filter element in clean engine oil, and then squeeze out
all excess oil. The engine will smoke when started if too much oil is left
in the foam.

TRANSPORT

1. Turn off the engine fuel valve when being transported on vehicles.
2. Make sure lifting has enough force lift machine (see nameplate on
the machine).

3. The machine must be level and fixed when being transported
Notice! Make sure drain fuel and oil when being transported.
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